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GENERAL NOTES:

Unless noted in the project Specifications, the most recent version of the
IDOT Standard Specifications for Road and Bridge Construction, including
the most recent version of the Supplemental Specifications and Recurring
Special Provisions shall govern execution of this project, including

the General Requirements in Division 100.

Plan dimensions and details relative to existing structures have

been taken from existing plans and are subject to nominal construction
variations. It shall be the Contractor's responsibility to verify

such dimensions and details in the field and make necessary approved
adjustments prior to construction or ordering of materials. Such variations
shall not be cause for additional compensation for a change in scope

of the work, however, the Contractor will be paid for the quantity

actually furnished at the unit price for the work.

Traffic Control will generally consist of Day Time Lane Closures utilizing
the State Standards listed at right. The City expects a single lane in each
direction to remain open to traffic at all times. Lane closures between
9:00 AM and 3:30 PM weekdays will be allowed.

SUMMARY OF QUANTITIES

LIST OF STATE STANDARDS

ITEM UNIT QUANTITY 000001-08
Structural Repair of Concrete (Depth equal to or less than 5 in.) Sq. Ft. 567 701606-10
Structural Repair of Concrete (Depth greater than 5 in.) Sq. Ft. 8
Traffic Control and Protection, Special Lump Sum 3 701901-08
Anchor Bolt Tightening Lump Sum 1
Pedestrian Handrail, Special Foot 96
Wingwall Repair, Special Lump Sum 1
Silicone Bridge Joint Sealer Foot 12
Cleaning and Painting Steel Bridge Lump Sum 1
Containment and Disposal of Non-Lead Paint Cleaning Residues Lump Sum 1

STANDARD SYMBOLS, ABBREVIATIONS AND PATTERNS
URBAN LANE CLOSURE, MULTILANE, 2W WITH
MOUNTABLE MEDIAN

TRAFFIC CONTROL DEVICES
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=— Bk. W. Abutment

30 5 30 5 &0 — w
‘ (] / / m o\ [ ] A 10" ! =
Y 2 4 3 |3 VENTINT Concrete Parapet — conerete Parapet — NP : Concrete 4
1
Y Repair epair Concrete Parapet Repair I Parapet AT
‘ at Junction Box X o Rep?/r L\l).
- N e v [ S ! <
. ¢ & Crown Jefferson Street I | =
| |
i End of Deck Concrete Parapgt Concrpte Parapet Concrlete Parapet | “
| Repair Repair Repair : \
‘ \_ / / _ -
7' 10 20 5
PLAN

. . . . . Parapet Repair at
Typical Curb Repair Typical Sidewalk Repair Junction Box

LEGEND BILL OF MATERIAL
Concrete Parapet Repair ITEM UNIT | TOTAL
I (Length (Ft) as noted on plan) Structural Repair of Concrete
Height is assumed to be 1.5 . Sq. Ft.| 505
9 : (Depth equal to or less than 5 in.)
Concrete Curb and Gutter Repair Traffic Control and Protection, Special |L. Sum 1
I (Length (Ft) as noted on plan) Note:
Height is assumed to be 0.75' ote: . . . .
’ Parapet and sidewalk repairs will paid for as
Concrete Sidewalk Repair Structural repair of Concrete (Depth equal to or less than 5 in.)
_— (Area (SF) as noted on plan) Scope of Work
Sidewalk / Parapet Concrete Repairs
HRGreen.com SR TAME = oot TR e JEFFERSON STREET BRIDGE OVER THE ROCK RIVER R, SECTION COUNTY | giiees| *No.
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Typical Curb Repair

LEGEND

Concrete Parapet Repair
(Length (Ft) as noted on plan)
Height is assumed to be 1.5

Concrete Curb and Gutter Repair
(Length (Ft) as noted on plan)
Height is assumed to be 0.75'

Concrete Sidewalk Repair
(Area (SF) as noted on plan)

Typical Upper Parapet Repair

MEASURED FOR

EXISTING SIDEWALK PAYMENT

STRUCTURAL REPAIR OF CONCRETE
(DEPTH EQUAL TO OR LESS THAN 5 in.)

/EXISTING PAVEMENT

10' 60' 20' ~— Bk. E. Abutment

1 1 ! 4I 1 1 ‘ 1 1 1 \l I 1 1
= X X Concrete Parapet X 6' X X L concrete Parapet | ! ! Concrete IPara ot ! !
> 1 1 Repair 1 1 1 Repair 1 1 1 . p 1 1
\' 1 1 1 1 1 1 1 1 1 Repa/r 1 1
m 1 1 1 1 1 1 1 1 1 1 1
] B I I R B . S N R S I B S R S

1 1 1 1 1 1 1 1 1 1 1
: 1 1 1 1 1 1 1 1 1 1 1
= | -Concrete Parapet | __Concrete Parapet . Concrete Parapet ! Concrete Parapet ! ioncr'ete Parapet
m ) :Repalr . ' Repair ! '/ Repair | i/ Repair | ! epair | —— End of Deck

! -/ L - ! I I | ! /i ! ! ! | L

6' 8 10 T I o
PLAN

Typical Concrete Parapet Repair

Note:
Parapet and sidewalk repairs will paid for as

Structural repair of Concrete (Depth equal to or less than 5 in.)

Scope of Work

Sidewalk / Parapet Concrete Repairs
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[—ka. W. Abutment

Anchor Bolt Tightening, typ.

Bk. E. Abutmentﬂ

Z—Q Whitman Street

/—Concrete Parapet Repair

Typical Anchor Bolt Tightening

g

PLAN

Parapet Repair

BILL OF MATERIAL
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ITEM UNIT | TOTAL
Structural Repair of Concrete sa. Ft 5
(Depth greater than 5 in.) g- ’
Anchor Bolt Tightening L. SUM I
Traffic Control and Protection, Special L. SUM 1
Scope of Work
Parapet Concrete Repairs, Anchor Bolt Tightening
LEGEND
; Note:
te P t R —_—
. (CLZC?C;;] E;th;ipiotei/pi;r plan) Cost to supply stainless steel nuts and washers
Height is assumed to be 7" ;%th:f Brzls;s;_r;ghﬁgiisn;s included in the cost of
w - F.A. TOTAL
HRGreen com m TR T WHITMAN STREET BRIDGE OVER THE ROCK RIVER RTE. secTion SHEETS
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6' Post Spacing ¢ Post

Pickets at 4" cts. ¢ Post : HSS 3 x 3 x Yo—grT1 3
4" max. ) / —4\#! r ! min
: — Detail D Detail B HSS 3 x 3 x Y =y
Detail A AN typ. [/Y] : } : ‘ ‘ T ¢ ‘ ‘ %" @ Anchor Rods, typ.
- SR s e ‘ i % ‘ / |
_ \ : ‘
- — - | ‘-L‘ % ‘ ] ‘ El/zu X 6" x 8]/2”
77777777777777777 N = - - ‘ - o o1
[« - i T . ) | Back
N S % I o \| PO |\ \\/5 Fabr/c.remforced I [ Face
© —~ N 5 | || elastomeric pad | |
''''''''''''' — = — i . . ‘
T =TT S m | \ \ | \
. ) \ \
7 Top of Wal Detail C ; ; I
TR T A ANCHOR BOLT DETAILS
3 // _‘_ The Contractor shall drill and set anchor rods according
N\NT 6" 1" x 1" Bar, typ. | to Article 509.06 of the Standard Specifications.
Remove and Replace 48 Feet of Railing ™
10th Avenue PEDESTRIAN RAILING

R ¥ x 3 x 3]

||__\
1" Rail Splice T 1IN HSS 3 x 3 x Y
-y Rl Spliee o O\ ’

‘ L —HSS3x3xY
! DETAIL A DETAIL B

1%

HSS 3 x 3 x Y
Ej‘/guxzj/guxgu

3 10'

1%
8"

29 23

~HF e

— - e s 2= A 0 == — ‘ 777777 - —
o ) Rt~ R N
) ~— == A 1 1 N Slotted Holes ™
e e S : 1] Typ~3 BREN | HSS 3 x 3 x U
g ———=

1"

\ |
1
N
\
|
N
U
\
6'-0"
Ssw
N]
By
/
/

— - T~ ~ | " ony o G [— -
- p? o2y | e e ‘ ‘
- : 6" ¥
HSS 3 x 3 x %Ll o th
Rail Spli %0" j N o0 Ber
al ce acin = = maximum
PLAN plice spacing DETAIL C DETAIL D

PEDESTRIAN HANDRAIL, SPECIAL

Notes

1. Removal and disposal of existing railing is included
in the cost of Pedestrian Handrail, Special.

2. See Special Provisions for additional information

3. Locate new railing 5 from face of curb.

BILL OF MATERIAL

ITEM UNIT | TOTAL
Structural Repair of Concrete
(Depth equal to or less than 5 in.) 59. Ft. 49
Pedestrian Handrail, Special Foot 96
Typical Concrete Repair Existing Fence - South Side Existing Railing - North Side Traffic Control and Protection, Special L. SUM 1
Scope of Work
LEGEND Concrete Repairs, Remove and Replace Railings

Concrete Sidewalk Repair
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Lane

Applewood

s Exist.
/ wingwall

PLAN

| — Prop. brace, see
detail this sheet

L 4x4x%" or ¥"x6" long
\ ’/4

Notes:

1. Attach to side of south west culvert wall = 1'-0" down from bottom
of top slab with %" dia. Galvanized Expansion Anchors.

2. Ad just final height of bracket so 4x4 angle provides a clearance
of ¥" to the rotated southwestern wingwall.

3. See Special Provisions for additional information.

l l
A |
B |
| Y |
| | C6x13 Channel x 4'-0" long
sl I
8 I
|
Exist. —— |
headwall : L |
© =
~ |
|
I 6" hole, typ. ]I'
' BILL OF MATERIAL
%" dia. Galvanized
Expansion Bolt (typ) BRACE DETAIL ITEM UNIT | TOTAL
Wingwall Repair, Special L. SUM 1
Scope of Work
Install wingwall repair bracket
= whoo - - F.A. TOTAL | SHEET
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70'-0"

E— — — — — f[
/S/licone Joint Seal [l *‘L f T
N Structural Repair of Concrete } } I | $
S (Depth equal to or less than 5 in.) ll I |
X o Clean and Paint steel kick panels I } }
> ° 0.5 SF Each 6" x 70" each side I ¥
o i iy
1 el et s B
PLAN , EXPANSION JOINT REPAIR
E— Expose, clean and paint
existing steel support
structure (500 SF
assumed)
Silicone Bridge Joint Sealer
| |
Structural Repair
of Concrete
Backer rod having a diameter
25% greater than joint opening
at the time of installation.
SILICONE BRIDGE JOINT SEALER DETAIL
g 14
Structural repair of concrete
(Depth equal to or less than 5 in.)
8 SF COLUMN REPAIR
Epoxy Crack Injection Structural Repair of Concrete Notes:
(Depth equal to or less than 5 in.) Epoxy Crack Injection shall be per Section 590
2 SF each of the IDOT Standard Specifications.
BILL OF MATERIAL
g
ITEM UNIT | TOTAL
Structural Repair of Concrete
g (Depth equal to or less than 5 in.) 5q. Ft. 13
Epoxy Crack Injection Foot 28
2' Silicone Bridge Joint Sealer Foot 12
Cleaning and Painting Steel Bridge L. SUM 1
Containment and Disposal of Non-Lead L SuM ]
Paint Cleaning Residues )
SOUTH FACE NORTH FACE WEST FACE
SOUTH COLUMN SOUTH COLUMN NORTH COLUMN Scope of Work
Cleaning and Painting Steel, Expansion Joint Sealant,
Concrete Repair, Epoxy Crack Injection
CLEANING AND PAINTING STEEL
= whoo - - F.A. TOTAL | SHEET
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